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Product Name          Copper Bond Earth Rod  
Product Code             ER-CBH 

Application                Grounding/Earthing And Lightning Protection 
Applicable 
Standards UL467 | IEC/BS EN 62561| BS 7430 

 

Product Information 
Yield Strength (Mpa) 630-655 
Elongation (%) 15 

Ultimate Stress (Mpa) 860-885 

Coating Thk (µm) 369-372 
Coating Method Copper Permanently Fusion welded 
Coating Material C101 (99.9%) 
Core Low Carbon Steel DIN CK45 / AISI 1045 
Thread Method Rolling (Acc. To UL467) 

Dimensions 

Thread Diameter Length (mm) ≈ (In) 

5/8” 14.2mm 500 mm 20 

5/8” 14.2mm 1000 mm 40 

5/8” 14.2mm 1200 mm 47 

5/8” 14.2mm 1500 mm 60 

5/8” 14.2mm 2000 mm 78 

5/8” 14.2mm 2400 mm 96 

5/8” 14.2mm 3000 mm 120 

3/4” 17.2mm 500 mm 20 

3/4” 17.2mm 1000 mm 40 

3/4” 17.2mm 1200 mm 47 

3/4” 17.2mm 1500 mm 60 

3/4” 17.2mm 2000 mm 78 

3/4” 17.2mm 2400 mm 96 

3/4” 17.2mm 3000 mm 120 

Threading Models 

    
Threaded (T) Point Thread (TP) Flat head (F) Point head (P) 

List Of Accessories: 
Driving Stud (DS) – Driving Head (DH) – 

Coupling (CO) – Wire to Rod Clamp (RWC) – UClamp(UC) – 

Earth Inspection Pit (EIP) - 
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