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Product Name          Cable Clip  
Product Code             WCC 

Application                Grounding/Earthing And Lightning Protection 

Application  Wire / Cable to Structure 

 

Product Information 
Material Copper / Steel 

Bolt Size 5mmØ 

Types 

Ord. Code Body Material Clamping Size Conductor Type 

CWCC16 Copper 16 mm2 Bare Copper Wire 

CWCC25 Copper 25 mm2 Bare Copper Wire 

CWCC35 Copper 35 mm2 Bare Copper Wire 

CWCC50 Copper 50 mm2 Bare Copper Wire 

CWCC70 Copper 70 mm2 Bare Copper Wire 

CWCC95 Copper 95 mm2 Bare Copper Wire 

CWCC120 Copper 120 mm2 Bare Copper Wire 

CWCC150 Copper 150 mm2 Bare Copper Wire 

CWCC185 Copper 185 mm2 Bare Copper Wire 

SWCC16 Steel 16 mm2 Insulated Cables 

SWCC25 Steel 25 mm2 Insulated Cables 

SWCC35 Steel 35 mm2 Insulated Cables 

SWCC50 Steel 50 mm2 Insulated Cables 

SWCC70 Steel 70 mm2 Insulated Cables 

SWCC95 Steel 95 mm2 Insulated Cables 

SWCC120 Steel 120 mm2 Insulated Cables 

SWCC150 Steel 150 mm2 Insulated Cables 

SWCC185 Steel 185 mm2 Insulated Cables 

*Conductor Type Column is recommended by TSZ Co. , Application is subject 

to change according to project engineering. 
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