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Product Name          Tinned Copper Cable Lug. 
Product Code             CLxx-xx 

Application                Grounding/Earthing And Lightning Protection 
Applicable 
Standards DIN 46235 

Materials Tin Plated Copper (99.9%) 
 

Size 
mm

2 
Bolt Code Dimensions (mm) 

D1 A B D2 D4 C1 C2 I 
6 M5 CL6-5 3.8 10 8.5 5.3 5.5 6.5 7.5 24 

M6 CL6-6 3.8 10 8.5 6.4 5.5 7.5 8 24 

M8 CL6-8 3.8 10 13 8.4 5.5 10 10 24 

10 M5 CL10-5 4.5 10 9 5.3 6 7 85 27 

M6 CL10-6 4.5 10 9 6.4 6 7.5 8.5 27 

M8 CL10-8 4.5 10 13 8.4 6 10 10 27 

16 M6 CL16-6 5.5 20 13 6.4 8.5 7.5 8 36 

M8 CL16-8 5.5 20 13 8.4 8.5 10 10 36 

M10 CL16-10 5.5 20 17 10.5 8.5 12 12 36 

M12 CL16-12 5.5 20 18 13 8.5 13 13 36 

25 M6 CL25-6 7 20 14 6.4 10 7.5 8 38 

M8 CL25-8 7 20 16 8.4 10 10 10 38 

M10 CL25-10 7 20 17 10.5 10 12 12 38 

M12 CL25-12 7 20 19 13 10 13 13 38 

35 M6 CL35-6 8.2 20 17 6.4 12.5 7.5 8 42 

M8 CL35-8 8.2 20 17 8.4 12.5 10 10 42 

M10 CL35-10 8.2 20 19 10.5 12.5 12 12 42 

M12 CL35-12 8.2 20 21 13 12.5 13 13 42 

M14 CL35-14 8.2 20 21 14.5 12.5 14.5 14.5 42 

50 M8 CL50-8 10 28 20 8.4 14.5 10 10 52 

M10 CL50-10 10 28 22 10.5 14.5 12 12 52 

M12 CL50-12 10 28 24 13 14.5 13 13 52 

M14 CL50-14 10 28 24 14.5 14.5 14.5 14.5 52 

M16 CL50-16 10 28 28 16.5 14.5 16 16 52 

70 M8 CL70-8 11.5 28 24 8.4 16.5 10 10 55 

M10 CL70-10 11.5 28 24 10.5 16.5 12 12 55 

M12 CL70-12 11.5 28 24 13 16.5 13 13 55 

M14 CL70-14 11.5 28 24 14.5 16.5 14.5 14.5 55 

M16 CL70-16 11.5 28 30 16.5 16.5 16 16 55 

95 M8 CL95-8 13.5 35 28 8.4 19 12 12 65 

M10 CL95-10 13.5 35 28 10.5 19 12 12 65 

M12 CL95-12 13.5 35 28 13 19 13 13 65 

M14 CL95-14 13.5 35 28 14.5 19 14.5 14.5 65 

M16 CL95-16 13.5 35 32 16.5 19 16 16 65 

 



TSZ Co. 

Grounding and Lightning Protection. 
Technical Data Sheet 

 

 

D
SF

-0
0

1
-R

0
0 

Product Name          Tinned Copper Cable Lug. 
Product Code             CLxx-xx 

Application                Grounding/Earthing And Lightning Protection 
Applicable 
Standards DIN 46235 

Materials Tin Plated Copper (99.9%) 
 

Size 
mm

2 
Bolt Code Dimensions (mm) 

D1 A B D2 D4 C1 C2 I 

120 M10 CL120-10 15.5 35 32 10.5 21 15 16 70 

M12 CL120-12 15.5 35 32 13 21 16 17 70 

M14 CL120-14 15.5 353 32 15 21 18 19 70 

M16 CL120-16 15.5 35 32 17 21 19 20 70 

M20 CL120-20 15.5 35 38 21 21 21 22 70 

150 M10 CL150-10 17 35 34 10.5 23.5 15 16 78 

M12 CL150-12 17 35 34 13 23.5 16 17 78 

M14 CL150-14 17 35 34 15 23.5 19 20 78 

M16 CL150-16 17 35 34 17 23.5 19 20 78 

M20 CL150-20 17 35 40 21 23.5 21 22 78 

185 M10 CL185-10 19 40 37 10.5 25.5 15 16 82 

M12 CL185-12 19 40 37 13 25.5 16 17 82 

M14 CL185-14 19 40 37 15 25.5 19 20 82 

M16 CL185-16 19 40 37 17 25.5 19 20 82 

M20 CL185-20 19 40 40 21 25.5 21 22 82 

240 M12 CL240-12 21.5 40 42 13 29 16 17 92 

M14 CL240-14 21.5 40 42 15 29 19 20 92 

M16 CL240-16 21.5 40 42 17 29 19 20 92 

M20 CL240-20 21.5 40 45 21 29 21 22 92 

300 M14 CL300-14 24.5 50 46 15 32 19 22 100 

M16 CL300-16 24.5 50 46 17 32 19 22 100 

M20 CL300-20 24.5 50 46 21 32 22 22 100 

 


